1875-nm high-energy mode-locked thulium fiber laser

Tuesday, 30 August 2022 12:00 (2 hours)

An all-fiberized dissipative-soliton mode-locked thulium fiber laser operating at 1875 nm was demonstrated. Using an in-house fabricated thulium fiber as the gain medium, the laser provided ultrashort pulses with 12-ps pulse duration and 10.3-nJ pulse energy. The pulses could be compressed to 547 fs using a grating pair compressor.

Primary authors: SRISAMRAN, Panuwat (Optoelectronics Research Centre, University of Southampton, Southampton SO17 1BJ, United Kingdom); XU, Duanyang (Optoelectronics Research Centre, University of Southampton, Southampton SO17 1BJ, United Kingdom); ABUGHAZALEH, Ibrahim (Optoelectronics Research Centre, University of Southampton, Southampton SO17 1BJ, United Kingdom); GERARD, Matthew (Optoelectronics Research Centre, University of Southampton, Southampton SO17 1BJ, United Kingdom); LIANG, Sijing (Optoelectronics Research Centre, University of Southampton, Southampton SO17 1BJ, United Kingdom); RICHARDSON, David (Optoelectronics Research Centre, University of Southampton, Southampton SO17 1BJ, United Kingdom); XU, Lin (Optoelectronics Research Centre, University of Southampton, Southampton SO17 1BJ, United Kingdom)

Presenter: SRISAMRAN, Panuwat (Optoelectronics Research Centre, University of Southampton, Southampton SO17 1BJ, United Kingdom)

Session Classification: Lunch and Poster Session 1